




Size Resolution Part Number Technology Mode Dimensions Backlight Touchscreen 
Version

Brightness 
cd/m²

Contrast Features

2.4” 240 x 320 TX06D126VM0AAA IPS Pro Transmissive 41.92 x 61.45 x 2.55 LED n/a 250 400:1 IPS Pro, 18 bit CPU I/F 

2.7” 240 x 320 TX07D09VM1CBB TFT Transmissive 50.5 x 68.6 x 2.6 LED TX07D09VM1CAB 420 300:1 built in timing controller, high brightness

3.5 240 x 320 TX09D40VM3CBA TFT Transmissive 86 x 64 x 4 LED TX09D40VM3CAA 430 300:1 High brightness, TMR, Timing Controller built in

3.5” 240 x 320 TX09D30VM1CDA TFT Transmissive 64 x 86 x 6.7 LED TBC 320 300:1 TMR, Timing Controller built in, On board voltage 
generation, 40K Hr LED B/L

3.5” 320 x 240 TX09D04VM3CAA TFT Transmissive 85.9 x 71.7 x 13.9 LED n/a 400 600:1 WTR, Timing Controller built in, On board voltage 
generation

5.0” 640 x 480 TX13D03VM1CAA TFT Transmissive 119.4 x 89.1 x 8.8 LED TX13D03VM1CPA 600 500:1 70K hour LED, Compact mechanical outline, 
super high brightness 

5.7” 320 x 240 TX14D11VM1CBD TFT Transmissive 167 x 109 x9.2 LED TX14D11VM1CPD 400 350:1 40K hour LED, SP/SX14Q compatible 

5.7” 320 x 240 TX14D12VM1CBC TFT Transmissive 131 x 102 x 10.9 LED TX14D12VM1CPC 350 350:1 40K hour LED, Compact mechanical outline

5.7” 320 x 240 TX14D22VM1BAA TFT Transmissive 131 x 102 x 7.5 LED TX14D22VM1BPA 400 350:1 70K hour LED, Super slim design

5.7” 640 x 480 TX14D17VM1BAB TFT Transmissive 131 x 102.2 x 11.6 LED TX14D17VM1BPB 350 350:1 40K hour LED, Compact mechanical outline

5.7” 640 x 480 TX14D10VM1BAA TFT Transmissive 131 x 102.2 x 11.6 LED TX14D10VM1BPA 350 350:1 40K hour LED, Compact mechanical outline, LVDS

6.2” 640 x 240 TX16D11VM2CAC TFT Transmissive 173 x 70 x 7 LED TX16D11VM2CQC 350 200:1 40K hour LED, Compact mechanical outline

6.2” 800 x 300 TX16D18VM2CAB TFT Transmissive 173 x 70 x 7 LED TX16D18VM2CQB 350 200:1 40K hour LED, Compact mechanical outline

6.5” 640 x 480 TX17D01VM2CAA TFT Transmissive 153 x 118 x 9.1 LED TX17D01VM2CPA 600 600:1 70K hour LED, Compact mechanical outline, 

6.5” 640 x 480 TX17D01VM2EAB TFT Transmissive 153 x 118 x 9.1 LED TX17D01VM2CPB 1000 600:1 70K hour LED, Compact mechanical outline, 
super high brightness 

6.5” 640 x 480 TX17D02VM2CAA TFT Transmissive 153 x 118 x 9.1 LED TX17D01VM2CPQ 600 600:1 70K hour LED, Compact mechanical outline, LVDS

10.4” 640 x 480 TX26D55VM1CAA TFT Transmissive 243 x 181.6 x 12.5 CFL n/a 350 500:1 High brightness, Wide temperature range 

10.4” 640 x 480 TX26D14VM2EAA TFT Transmissive 243 x 185.1 x 11 LED n/a 1000 800:1 Ultra high bright, WTR

12.1” 800 x 600 TX31D36VM2EAA TFT Transmissive 280 x 210 x 11 LED n/a 1000 800:1 Ultra high bright, WTR

Standard format TFT displays

Applications
n 	navigation systems

n	 portable terminals

n	 home automation

n	 security systems

n	 online terminals

n	 process control

n	 feature phones

n	 media players

n	 epos

Display Excellence
www.hitachi-displays-eu.com

13



¼ VGA STN Displays

Standard STN Displays

Standard Industrial STN Products

Hitachi’s ¼ VGA product families have been designed, 

developed and manufactured for over 20 years. Now a 

de-facto industry standard the ¼ VGA product line up is 

comprehensive and varied. Continuous and ongoing product 

enhancement ensures full backward compatibility, improved 

optical performance and reduced power requirements. 

Hitachi is also in the enviable position of being able to supply 

monochrome STN, colour STN and colour TFT displays with 

the same mechanical footprint.   

Applications

Products and applications can be designed and developed 

with the knowledge and confidence that a Hitachi ¼ VGA 

display will be available for the entire product lifetime. An 

extensive product family providing exceptional optical 

performance ensure a wide range of varied applications can 

use a Hitachi ¼ VGA display solution.  

Hitachi’s LCD heritage has been established on the 

foundations of providing displays that provide high quality, 

exceptional reliability and longevity. These traditional values 

are as true today and they were 30 years ago when the first 

Hitachi STN displays were designed and manufactured. 

Hitachi STN LCDs can provide simple, easy to use and cost 

effective display solutions.

Applications

The Hitachi range of standard STN displays is effective 

and simple to use. Simple graphical user interfaces for 

instrumentation, process control, security systems and 

measurement equipment can be designed and implemented. 

Some displays feature integrated display controllers and 

memory which allow 8-bit microcontrollers to be used to 

enable cost effective user interfaces and systems to be 

designed. 

SP12N002
n  4.8” 256 x 64
n  Monochrome STN
n  Integrated Toshiba 
	 T6963C display controller

SP14N01L6VLCZ
n  5.1” 240  x 128
n  White LED backlight
n  DC/DC converter on board
n  Integrated Toshiba 
	 T6963C display controller 

SP24V001
n  9.4” VGA 640 x 480
n  Monochrome STN
n  50K hour CFL
n  Industry standard footprint

SP14Q011-A1
n  5.7” ¼ VGA 320 x 240
n  Monochrome STN
n  White LED backlight
n  ‘Compact’ mechanical footprint
n  Mechanically compatible 
	 with colour TFT

SP14Q003-A
n  5.7” ¼ VGA 320 x 240
n  Blue mode STN
n  White LED backlight
n  ‘Classic’ mechanical footprint
n  Mechanically compatible with 
	 colour STN and colour TFT

SX14Q009
n  5.7” ¼ VGA 320 x 240
n  Colour STN
n  White LED backlight
n  ‘Classic’ mechanical footprint
n 	Mechanically compatible with 
	 monochrome STN and colour TFT

Applications

n 	industrial process control

n	 measurement equipment

n	 building automation

n	 domestic appliance

n	 epos

Applications

n 	graphical user interface

n	 information terminals

n	 ticketing systems

n	 security systems

n	 instrumentation

n	 process control

n	 data loggers

n	 front panels

n	 epos
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Size Resolution Part Number Technology Mode Dimensions Backlight Touchscreen 
Version

Brightness  
cd/m²

Contrast Features

3.8” 320 x 240 SP10Q010 Black/White Film STN Transmissive 94.7 x 73.3 x 5.5 White LED SP10Q010-ZZA 110 20:01 White LED, High brightness, WTR, 

3.8” 320 x 240 SP10Q010-T Black/White Film STN Transflective 94.7 x 73.3 x 5.5 White LED SP10Q010-TZA 60 5:01 White LED, Sunlight readable, WTR 

4.7” 320 x 240 LMG7520RPFC Black/White Film STN Transmissive 129.6 x 92.6 x 7.5 CFL n/a 100 20:01

4.7” 320 x 240 LMG7525RPFF Black/White Film STN Transflective 129.6 x 92.6 x 7.5 CFL n/a 25 5:01 Sunlight readable 

4.7” 320 x 240 SP12Q01L6ALZZ Black/White Film STN Transmissive 129.6 x 92.6 x 7.5 White LED On request 60 20:01 LMG7520RPFC compatible 

4.7” 320 x 240 ST12Q01L6ALZZ Black/White Film STN Transflective 129.6 x 92.6 x 7.5 White LED On request 60 5:01 Sunlight readable, 
LMG7525RPFF compatible 

5.7” 320 x 240 SP14Q003-A Blue/White STN Transmissive 167 x 109 x 10 White LED SP14Q003-AZA 200 To follow WTR 

5.7” 320 x 240 SP14Q003-C1 Blue/White STN Transmissive 167 x 109 x 10 CFL SP14Q003-C1A 100 To follow 50K hour CFL, Blue mode, WTR 

5.7” 320 x 240 SP14Q005 Black/White Film STN Transmissive 167 x 109 x 10 CFL SP14Q005-ZZA 220 25:01:00 50K hour CFL, High brightness, WTR 

5.7” 320 x 240 SP14Q006 Black/White Film STN Transmissive 167 x 109 x 10 White LED SP14Q006-ZZA 150 25:01:00 White LED, High brightness, WTR 

5.7” 320 x 240 SP14Q006-T Black/White Film STN Transflective 167 x 109 x 10 White LED SP14Q006-TZA 60 5:01 White LED, Sunlight readable, WTR 

5.7” 320 x 240 SP14Q011-A1 Black/White Film STN Transmissive 131 x 102 x 10 White LED SP14Q011-A1A 220 Contrast 25:1 40K hour LED, Compact outline

5.7” 320 x 240 SP14Q011-T Black/White Film STN Transflective 131 x 102 x 10 White LED SP14Q011-T1A 60 Contrast 5:1 40K hour LED, Compact outline, 
Sunlight readable

5.7” 320 x 240 SX14Q004 Colour STN Transmissive 167 x 109 x 10 CFL SX14Q004-ZZA 200 40:01:00 50K hour CFL, DC/DC, 
wide viewing angle 

5.7” 320 x 240 SX14Q009 Colour STN Transmissive 167 x 109 x 10 White LED SX14Q009-ZZA 200 40:01:00 40K hour LED, Wide viewing angle 

¼ VGA STN Displays

Size Resolution Part Number Technology Mode Dimensions Backlight Touchscreen 
Version

Brightness 
cd/m²

Contrast Features

4.8” 256 x 64 SP12N001-T Blue/Grey STN Transflective 160 x 68 x 9.5 EL n/a 10 3:01 Sanyo LC7981, LMG6381QHGE replacement 

4.8” 256 x 64 SP12N002 Black/White Film STN Transmissive 160 x 68 x 12 CFL n/a 90 20:01 Toshiba T6963C, LMG7380QHFC replacement 

5.1” 240 x 128 LMG7420PLFC-X Black/White Film STN Transmissive 159.4 x 101 x 11 CFL n/a 90 20:01 Toshiba T6963C, 50K hour CFL 

5.1” 240 x 128 SP14N001 Black/White Film STN Transmissive 159.4 x 101 x 11 CFL SP14N001-ZZA 150 20:01 Toshiba T6963C, 50K hour CFL, DC/DC 

5.1” 240 x 128 SP14N001-Z1 Black/White Film STN Transmissive 159.4 x 101 x11 CFL SP14N001-Z1A 150 20:01 Toshiba T6963C, 50K hour CFL 

5.1” 240 x 128 SP14N002 Black/White Film STN Transmissive 159.4 x 101 x 11 CFL n/a 150 20:01 Sanyo LC7981, LMG7400PLFC replacement 

5.1” 240 x 128 SP14N003 Blue/White STN Transmissive 159.4 x 101 x 11 CFL n/a 90 7:01 Sanyo LC7981, LMG7401PLBC replacement 

5.1” 240 x 128 SP14N01L6ALCZ Black/White Film STN Transmissive 159.4 x 101 x 11 White LED SP14N01L6ALCA 150 20:01 Toshiba T6963C, LMG7420PLFC-X compatible 

5.1” 240 x 128 SP14N01L6VLCZ Black/White Film STN Transmissive 159.4 x 101 x 11 White LED SP14N01L6VLCA 150 20:01 Toshiba T6963, DC/DC 

9.4” 640 x 480 SP24V001 Black/White Film STN Transmissive 257.5 x 174 x 7 CFL n/a 110 20:01 50K hour CFL, LMG5278XUFC compatible 

9.4” 640 x 480 SP24V001-A Black/White Film STN Transmissive 257.5 x 174 x 7 CFL n/a 110 20:01 50K hour CFL, Sharp LM64P83L compatible 

10.4” 640 x 480 LMG7550XUFC Black/White Film STN Transmissive 264 x 183 x 9 CFL n/a 100 18:01

Standard STN Displays

Display Excellence
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Please contact DPG for all display enquiries

EUROPEAN HEADQUARTERS

Hitachi Europe Ltd.
Display Products Group
Whitebrook Park, Lower Cookham Road, 
Maidenhead, Berkshire SL6 8YA United Kingdom

Tel: +44 1628 585333   Fax: +44 1628 585030
Email :  dpg.support@hitachi-eu.com
www.hitachi-displays-eu.com

DPG Southern Europe
Via Tommaso Gulli 39
20147, Milano 
Italy
Tel: +39 02 487861
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